
 

Date:   June 3, 2015   
 
To: MAG Specifications and Details Committee     
  
From:   Robert Herz, MCDOT Representative 
 
Subject:   Revise Sections 321 and 325 to coordinate overlay work 

requirements.   
Case 15-14 

 
PURPOSE: Coordinate overlay work requirements within Sections 321 and 325. Clarify 

measurement and payment for work associated with the construction of 
Safety Edges.  

 
REVISIONS: Shown below using red-line strike-out format. 
 
 
SECTION 321 - PLACEMENT AND CONSTRUCTION OF ASPHALT CONCRETE PAVEMENT 
 
321.13 PAYMENT: 
 
The asphalt concrete measured as provided above will be paid for at the contract price per ton or square yard, as 
adjusted per Section 321.10, which price shall be full compensation for the item complete, as herein described and 
specified.   
 
Payment for tack coat will be by the ton diluted, based on the rate of application, as directed by the Engineer. 
 
No payment will be made for any overrun in quantity of asphalt concrete in excess of 10 percent based on actual 
field measurement of area covered, design thickness, and the mix design unit weight. The calculations and 
payment for overrun will be by individual pay item. To compensate or adjust for a thickness deficiency in an 
underlying asphalt concrete course, the Engineer may authorize a quantity increase in excess of 10 percent for a 
subsequent asphalt concrete course. In such cases, the quantity in excess of 10 percent will be paid for at the 
lowest unit price. 
 
Agency required repairs of existing pavement prior to roadway overlay operations will be paid for as a separate pay 
item. 
 
Except as otherwise specified, no separate payment will be made for work necessary to construct thickened edges, 
safety edges, or other miscellaneous items or surfaces of asphalt concrete. 
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SECTION 325 - PLACEMENT AND CONSTRUCTION OF ASPHALT-RUBBER ASPHALT CONCRETE 
 
325.1 DESCRIPTION: 
 
Asphalt-rubber asphalt concrete (ARAC) consists of supplying, placing and compaction of plant-mixed, gap-graded 
ARAC over asphalt surfaces. The thickness of the finished ARAC overlay shall be within the range of one to two 
inches as shown on the plans or as specified in the special provisions. The provisions of Section 321.8.6 Asphalt 
Concrete Overlay shall apply to ARAC overlays, except placement, compaction, and surface smoothness shall be 
as specified in this section.  The construction of safety edge construction when required shall comply with section 
321.8.9. 
 
325.11 MEASUREMENT: 
 
ARAC shall be measured by the ton, for the mixture actually used, which shall include the required quantities of 
mineral aggregates, filler material, asphalt-rubber binder and admixture. 
 
Application of lime water shall be measured by the square yard. The measured area shall be the area of ARAC 
pavement to which the lime water is applied. The measured area shall only be counted one time regardless of the 
number of applications applied to the ARAC pavement section. 
 
Except as otherwise specified, no separate measurement will be made for work required for the construction of 
safety edges or for Sshoulder adjustment to match the new pavement surface elevation shall not be measured. The 
cost of this work shall be included in the price paid for ARAC or other related pay items. 
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