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SEE TABLES A AND B
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TABLE B

ZONING
DRIVEWAY

WIDTH

THIS TYPE D/W TO BE USED ONLY

UPON APPROVAL OF ENGINEER.

1.

2.

WHEN LENGTH (D) IS

16' OR GREATER, A

CONTRACTION JOINT

SHALL BE PROVIDED

AT END OF RETURN

AS SHOWN.
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WHEN WIDTH EXCEEDS

16' PROVIDE

CONTRACTION JOINT

ON D/W CENTERLINE

FLOW LINE

TROWEL

12" WIDE

5" THICK - RESIDENTIAL

9" THICK - COMMERCIAL AND INDUSTRIAL

NOTES:

SECTION A-A
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5" THICK - RESIDENTIAL

9" THICK - COMMERCIAL AND INDUSTRIAL

  COMMERCIAL AND INDUSTRIAL CLASS A

  RESIDENTIAL CLASS B 

CONCRETE:

SUBGRADE PREPARATION

AS PER SECT 301

OF DRIVEWAY PAYMENT AREA

THIS AREA INDICATES LIMITS

TO SECTION 340.

EXPANSION JOINT SHALL COMPLY

                                

                                

24' WHERE 2-WAY TRAFFIC IS*

*MIN   MAX

MIN   MAX

*16' WIDTH IS DESIRABLE

RESIDENTIAL

RETURN TYPE DRIVEWAYS251           

DETAIL NO.                                 
                                

STANDARD DETAIL

ENGLISH

REVISED

251

DETAIL NO.

3.

COMMERCIAL AND INDUSTRIAL

ANTICIPATED

EXPANSION

JOINT

01-01-2017

PAID AS CURB AND GUTTER

CASE 16-03  DRAFT 2-04-2016

2'

*

9" THICK - COMMERCIAL AND INDUSTRIAL

6" THICK - RESIDENTIAL


