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SECTION 607

TRENCHLESS INSTALLATION OF SMOOTH WALL
JACKING PIPE 


607.1 DESCRIPTION:

The Contractor shall furnish all labor, material and equipment as required for the trenchless operation for the installation of thirty-inch inside diameter (30” ID) and larger, tongue and groove smooth wall jacking pipe installed by horizontal earth pipe jacking or hand tunneling.

607.2 MATERIALS:

The jacking pipe shall be tongue and groove smooth wall reinforced concrete pipe, ASTM C76 Class V.  

607.3 TRENCHLESS OPERATION:

[bookmark: _GoBack]Before starting operations, the Contractor shall submit in accordance with Section 105.2, detailed shop drawing of the bore pit and receiving pit shoring, the jacking pipe, bulkheads, installation method, and the annular grouting mix design and grouting method. The proposed installation method and equipment shall be at the Contractor’s option, no field construction shall commence until the proposed installation method is approved in writing by the Engineer.  The Engineer’s approval shall in no way relieve the Contractor of the responsibility for damages of any nature which might occur as a result of the methods used.

The bore and reception pits for the trenchless operation shall be shored to safeguard existing sub-structures and surface improvements against ground movement.

The leading section of jacking pipe shall be equipped with a tunnel shield.  Excavation shall be carried out entirely within the tunnel shield and no excavation in advance thereof will be permitted. Every effort shall be made to avoid any loss of earth outside of the tunnel shield. Excavated material shall be removed from the jacking pipe as excavation progresses.

Upon completion of the jacking operation and if the grade of the jacking pipe is acceptable, all voids around the outside of the pipe shall be filled with grout.

607.4 DEWATERING:

All water encountered during the trenchless operation shall be disposed of by the Contractor in a manner that will not damage public or private property or create a nuisance or health problem. The cost of furnishing pumps, pipes and equipment for dewatering shall be considered incidental to the work and no additional payment shall be made.

607.5 MEASUREMENT AND PAYMENT:

Measurement for jacking pipe shall be the number of horizontal linear feet from the end of jacking pipe in the bore pit to the end of jacking pipe in the reception pit.  

Payment for jacking pipe shall be full compensation for furnishing all labor, material, tools, and equipment required for the trenchless installation of the jacking pipe, complete in place including but not limited to shop drawings, dewatering, jacking pipe, bulkhead placement, grouting, and the excavation and backfilling of pits. 

When a Contractor has the option of jacking and/or boring or open cut construction, and elects to construct a pipeline by the jacking and/or boring method, he will be paid for the replacement of such items of work as pavements, curb and gutter, sidewalk, driveway and alley entrances, as allowed for by open cut construction.
- End of Section –
