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EXPANSION JOINT DETAIL

ﬁ\,"‘ V& CONCRETE WORKING STRESS (f1) = 300 psi

80 MM (3.15 INCH) INTERLOCKING

. PORTLAND CEMENT CONCRETE SHALL BE-GLASS-A 342.2-7’

‘AFAND 1 MILLION TOTAL EQUIVALENT 18—KIP SINGLE—-AXLE

NOTES:

1. 1/2 INCH EXPANSION JOINT, ASTM D—-1751 PER

SEC. 729 AND ELASTOMERIC SEALANT PER SEC. 342
2. CONTRACTION JOINTS PER SEC. 342

3. MATERIALS AND CONSTRUCTION PER SEC. 342  PER SEC

DESIGN PARAMETERS FOR THE THICKNESS IS BASED ON:
ASSUMES MODULUS OF SUBGRADE REACTION (K) = 100 pci

TERMINAL SERVICABILITY INDEX (p1) OF 2.5 OVER 20 YEARS

LOAD APPLICATIONS

SPECIAL PROVISIONS

DETAIL NO.

COMPACTED SUBGRADE PER SEC. 301
OR SUBBASE PER PLANS AND/ OR

TYPICAL HALF SECTION
(AGAINST PAVEMENT)

PER CONTRACT 12" /4R CONCRETE PAVERS R SAND ELASTOMERIC SEALANT
TYP INTO ALL LA IC SEALAN
DOCUMENTS ‘\ CONCRETE (") SARID LAYING COURSE JOINTS ?ND EXPANS)ION JOINT
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TYPICAL SECTION AT END OR ALTERNATE
HALF SECTION (AGAINST CONCRETE)
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