



OROW SECTION 201

CLEARING AND GRUBBING

201.1 DESCRIPTION:
This work shall consist of removing objectionable material from the construction site as defined in the project plans and such other areas as may be specified in the special provisions. Clearing and grubbing shall be performed in advance of grading operations.
201.2 PRESERVATION OF PROPERTY:
Existing improvements, adjacent property, utilities and other facilities, and trees and plants not to be removed, shall be protected from injury or damage resulting from the Contractor's operations, see Section 107.
Those native plant species which are protected by the State of Arizona must be preserved at all times. When it is necessary to remove any of these protected plant species from the site, use suitable methods in the excavation, handling and transportation to ensure they are not damaged
201.3 CONSTRUCTION METHODS:

The construction site as defined in the project plans, shall be cleared of all trees, stumps, brush, roots, rubbish, debris and other objectionable matter, except as follows.
All trees and shrubs found suitable for improvement and beautification, which will not interfere with planned construction site work or cause disintegration of the improvements shall not be disturbed. In any event, the Contractor shall avoid, as far as practicable, injury to shrubbery, vines, plants, grasses and other vegetation growing outside of the clearing limits. The dragging and the piling of materials of various kinds and the performing of other work which may be injurious to vegetation shall, insofar as practicable, be confined to areas which have no vegetation or which will be covered by embankment or disturbed by excavation during grading operations.
For the full width of all water courses within the construction site, no stump, root or other obstruction shall be left higher than the natural stream bed.
From excavated areas, all stumps, roots and other obstructions 3 inches or over in diameter shall be grubbed to a depth of not less than 18 inches below finish grade.

	

	

	

	


	
	

	
	

	
	


Cavities left below subgrade elevation by removal of stumps or roots shall be carefully backfilled and compacted. 
All protected plants shall be carefully excavated according to approved methods, and the soil enclosing their root ball shall be wrapped by burlap, or similar material.  As an alternative, the soil and root ball may be boxed.  By whatever method is used, the soil and root ball shall be kept moist to prevent dehydration.  The removal of these plants shall be governed by the applicable laws of the State of Arizona.  The Agency shall determine the proper disposal of these plants.  Under no circumstance are these plants to be destroyed.
Tree branches extending over or hanging within 12 feet of the graded area, shall be cut off close to the trunk or stem of the tree in a neat and workmanlike manner. The Contractor shall remove additional tree branches under the direction of the Engineer, in such a manner that the tree will present a balanced appearance. Scars resulting from the removal of branches shall be treated with a heavy coat of an approved tree sealant.

All tree trunks, stumps, brush, limbs, roots, vegetation and other debris removed in clearing and grubbing shall be removed to locations outside of and out of sight of the construction site, or otherwise disposed of so as to leave the construction site and adjacent areas in a neat and finished condition, free from unsightly debris.

The Contractor is to locate all underground utilities and arrange for either their removal or protection as called for on the project plans or specified in the special provisions. All involved utilities shall be contacted to arrange for disconnection in accordance with applicable regulations.  All removals shall be by the appropriate utility unless specific written permission is provided for removal by the Contractor.
201.4 REMOVAL AND DISPOSAL OF SALVAGEABLE ITEMS:

Items and materials of salvage value as determined by the Engineer, unless incorporated in the new work, shall remain the property of the Contracting Agency and shall be storaged in adjacent areas as directed by the Engineer. Such items and materials shall be carefully removed and in such a manner as to permit reuse.

201.5 PAYMENT, CLEARING AND GRUBBING:

Unless otherwise provided in the special provisions or bid proposal, no payment will be made for clearing and grubbing as such; the cost thereof shall be included in the bid price for the construction or installation of the items to which said clearing and grubbing are incidental or appurtenant.

201.6 MEASUREMENT, REMOVAL AND DISPOSAL OF TREES:

If the proposal includes separate estimates of quantities for the removal of trees, the tree will be classified by size as follows: 

(A) Trees 12 inches or less in diameter at 1-foot above the original ground surface will be included in the bid price for clearing and grubbing or excavation and no additional compensation will be allowed therefore.

(B) Trees more than 12 inches in diameter at 1-foot above the original ground will be included as separate bid item and payment will be made at the unit bid price quoted in the proposal.

201.7 PAYMENT, REMOVAL AND DISPOSAL OF TREES:

Payment for removal of trees will be on a unit price for each tree measured and removed, in accordance with the above classifications, at the unit price stipulated in the proposal.
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