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z CONSTRUCTION JOINT I" DEEr FORMEDCONSTRLk IN JOINT I" DEEP OR FORMED « SEPARATEL Y !:lOTH SIDES.SEPARATEL Y BOTH SIDES. 

ROLLED CUKB & GUTTER PER DETAIL LIMITS OF DETECT ABLE WARNINGLIMITS OF RAMP WITH HEAVY ROUGH BROOM 
MAG NO. 220 AS SHOWN ON PLANS. PER C.O.T. DET. T-329 (TYP.)FINISH AND DETECTABLE WARNING (TYP.l 

LIMITS OF RAMP WITH HEAVY ROUGH BROOMLIMITS OF DETECT ABLE WARNING 
FINISH AND DETECTABLE WARNING (TYP.lPER C.O. T. DE T. T - 329 (TYP') I 

I / TOP OF CONCRETE TO MATCH SIUEWALKTOP OF CONCRETE TO MATCH SIDEWALK CURB TRANSITION PER DETAIL 221 I ELEVATION (PAID AS SIDEWALK).ELEVATION (PAID AS SIDEWALK). FOR ROLL CURB 
! ~o 
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" \ , c:tl ' .... \~C)7/ DIM. OF CHAMFER VARIES~g

;~" : VERIFY EXISTING 
«-"',, ' RIGHT-OF-WAY. 

DIM. OF CHAMFER ,~ ,.! .....______4' MIN. (TYPolVERIFY EXISTING 

RIGHT-OF-WAY. 


4' MIN. (TYPJ 

FOR SIDEWALK ALIGNMENT 
SEE COT DET. T-345 

S/W WIDTH 
PLANTERSHOWN ON PLANS 

CURB AND GUTTER PER, ... '* " * DETMLMAG N6. 220 i~ ~ 2 MIN. I 
, \j 

I\RIES \.,...A: :A.....J VARIES, 

SIDEWALK RAMP DETAIL
SIDEWALK RAMP DETAIL: 

WITH PLANTERS 
NO PLANTERS NOTES: (LOCAL - AR'TERIAU 

(LOCAL - LOCAL) 
I. RAMP PREFERENCE SEE NOTE IN DETAIL T-I15. UNDER(LOCAL - COLLECTOR) 
"REFER TO TEMPE STANDARD DETAILS". 
2. CLASS 'B' CONC. CONSTRUCTION AS PER SECT. 725. 

3. WIDTH OF CONC. SIDEWALK SHALL BE 8' ALONG ARTERIAL STREETS. 
6' ELSEWHERE. 5'-6' LOCAL STREETS MAY BE APPROVED BY CITY. 

4' WITH 4" CURB'* ~ 6' WITH 6' CURB 2' 
7' WITH 7" CURB 4. SUFFICIENT RIGHT-WAY-OF-WAY MUST BE AVAILABLE TO CONSTRUCT RAMPS.

.058' 1.42' 
5. FOR SLOPING TRANSITION FROM RAMP TO CURB SEE C.O.T. DET. T-.325. 

ALL DIRECTIONS OF, ,~~_~~:, 
..------.......... :, 6. THIS DETAIL IS APPLICABLE WHERE THE GRADE BREAK AT THE GUTTER~ '., ". ".. "";:,,' /' /c/:/: ;i' ;",,,:e·, .. ,, .. :,..:;,,:,,,, ",;:;,. !',"'., ,',' '" ';C":,';"''' LINE (COUNTER SLOPE) IS AT OR BELOW lli:, AND IF THE PERCENTAGE 

WOULD BE GREATER DUE TO AN UNUSUALLY STEEP GUTTER OR STREET 
CROWN, AN ALTERNATIVE DESIGN MUST BE APPROVED BY CITY. 
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I" SUBGRADE .12 MAX. SLOPE MATCH GUTTER
CON eRET F SHA:'s~~EETS, ~AMP FA eEPREP ARATIO N, WITH ING FLOW LINE 
6" AT ARTERIA SEE SECT. 301 DETECTABLE WARN 
4" ELSEWHERE. PER C.O. T. DET. T_ 329 APPROVED: 
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