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CURB HEIGHT LM//V SG <1% SG <2% (] ° PATTERN
e 20 | 20 5 1”2 A
6" 6.0’ 60’ 6.5’ |—> A
7 70| 65 | 78 DETECTABLE WARNING
S,=MAXIMUM GUTTER SLOPE WITHIN RAMP LIMITS
NOTES: ~——RIGHT-OF-WAY LINE
1. CLASS 'B' CONCRETE PER SECTION 725.
2. EXPANSION JOINTS SHALL CONFORM TO SECTION 340. VAREES , 6", 5-0" LANDING
3. DETECTABLE WARNING IS TO COMPLY WITH THE
JURISDICTIONAL AGENCY'S REQUIREMENTS.
4. ADA MAXIMUM ALLOWABLE CROSS SLOPE IS 2%. RAMP
5. INCREASE 'L’ OR 'D' AS NEEDED TO HAVE ~ =
THE TOP OF RAMP FORM A RADIAL LINE. | ToPOF TOP OF A
6. WHEN TOP OF RAMP IS LESS THAN 4' SW LANDING
FROM CURB RETURN, EXTEND RAMP
TO THE CURB RETURN. —_— N CONTRACTION JOINT
1 DEER OR DETECTABLE
S~ BOTTOM OF RAMP CURB WHEN FORMED SEPARATELY c SUBGRADE
FORMED AND POURED SEPARATELY WARNING PREPARATION,
SECTION A-A SEE SECTION 301
SECTION B-B
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RIGHT-OF-WAY
LINE

,—PA

EXPANSION JOINT
26" 26"
12 A
DM//V
MINIMUM

CURB HEIGHT | RAMP LENGTH | S,51% | 5.52%

4" 5 40 45

6" 7% 60’ 65

7 9 65 7.5

SG =MAXIMUM GUTTER SLOPE WITHIN RAMP LIMITS

NOTES:

1. CLASS 'B' CONCRETE PER SECTION 725. )
2. EXPANSION JOINTS SHALL CONFORM TO SECTION 340.

3. SIDEWALK SURFACE TO MATCH
1%% SLOPE FROM TOP OF CURB

4. DETECTABLE WARNING IS TO COMPLY WITH THE
JURISDICTIONAL AGENCY'S REQUIREMENTS.

5. ADA MAXIMUM ALLOWABLE CROSS SLOPE IS 2%.

ROUGH BROOM FINISH,
USE A RIPPLE SURFACE
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DETECTABLE WARNING

VARIES

RIGHT-OF-WAY LINE

| 5-0"LANDING

EXPANSION JOINT

MIN RAMP LENGTH VARIES

CURB AND GUTTER
DETAIL 220, TYPE A

bl

1%% SLOPE

DETECTABLE
ARNING

GUTTER
FLOW
LINE

| __GUTTER

FLOW LINE

SUBGRADE
PREPARATION,
SEE SECTION 301

SECTION A-A

CASE 09-14 REV 6/02/2010

DETAIL NO. M’“&?ﬁgﬂ‘-‘mm | STANDARD DETAL SIDEWALK RAMPS - TYPE 'A REVISED PETAL NO.
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RAMP CURB HEIGHT TO MATCH

NOTES:

1. CLASS 'B' CONCRETE CONSTRUCTION
PER SECTION 725.

2. DETECTABLE WARNING IS TO COMPLY WITH
THE JURISDICTIONAL AGENCY'S REQUIREMENT.

3. RAMP LONGITUDINAL SLOPE SHALL BE 12:1
OR FLATTER.

R/W LINE
S/W ELEVATION @ EACH END 4. RAMP CROSS SLOPE SHALL BE 1%%.
A , 5. RAMP LENGTHS ARE ADA COMPLIANT FOR
5'S/W OR AS CURB RADII 2 20' AND GUTTER SLOPE < 2.0%.
. 50 SHOWN ON PLANS
S -
%
& B\ CANDING -
B ™
|
86606099
CURB AND GUTTER
DETAIL 220, TYPE ‘A — ROUGH BROOM FINISH
' 26 (TYP BOTH RAMPS)
SLOPE AT 12 :1 OR FLATTER FROM B A
S/W TO TOP OF LANDING 2
(TYP BOTH SIDES) A
L DETECTABLE WARNING
LMIN
CURB HEIGHT | $;51% | S,52% |
" Y ’ |
4 5.0 69 | VARIES, 6" 5-0" MIN Y
6" 70 85 RW | LANDING /
§,=MAXIMUM GUTTER SLOPE WITHIN RAMP LIMITS '-'NE\ — N
2% | 1%%SLOPE ( \
TOP OF SIW DETAIL ” I AHA HT\ i Ry
| | 12" SNV
TOP OF ! 4 4=
LANDING CONTRACTION JOINT SUBGRADE PREPARATION
) 1"DEEP OR FORMED PER MAG SEC 301
SEPARATELY DETECTABLE WARNING
SECTION A-A
BOTTOM OF RAMP CURB WHEN
FORMED & POURED SEPARATELY
SECTION B-B
CASE 09-14 REV 6/02/2010
. REVISED :
DETAL NO MAHIGDPA STANDARD DETAIL - DETAL NO
ASSOCIATION of
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TOP OF S/W
/7—EXPANSION JOINT

BOTTOM OF RAMP CURB WHEN
FORMED & POURED SEPARATELY

SECTION B-B

RAMP CURB

RIGHT-OF-WAY

LINE N\
10:1 SIDEWALK TAPER —~~
TYPICAL BOTH SIDES

DMIN

CURB HEIGHT | $;51% | $.<2%

4" 40 4.5’
6" 6.0’ 6.5'
7" 6.5’ 75

SG=MAXIMUM GUTTER SLOPE WITHIN RAMP LIMITS

NOTES:
1. CLASS 'B' CONCRETE PER SECTION 725.
2. EXPANSION JOINTS SHALL CONFORM TO SECTION 340.

3. DETECTABLE WARNING IS TO COMPLY WITH THE
JURISDICTIONAL AGENCY'S REQUIREMENTS.
4. ADA MAXIMUM ALLOWABLE CROSS SLOPE IS 2%.

TOP OF LANDING
K RAMP CURB HEIGHT MATCHES

SIDEWALK ELEVATION PATTERN

~—RIGHT-OF-WAY LINE

VARIES | 6"

ROUGH BROOM FINISH,
USE A RIPPLE SURFACE

EXPANSION JOINT

CURB AND GUTTER
DETAIL 220, TYPE A

DETECTABLE WARNING

GUTTER

5-0" LANDING

CONTRACTION JOINT
1" DEEP OR
FORMED SEPARATELY DETECTABLE SUBGRADE
WARNING PREPARATION,
SEE SECTION 301

SECTION A-A

CASE 09-14 REV 6/02/2010

PETAL NO. MARICOPA STANDARD DETAIL
033 | SANGNASEEener " C\C] S H

REVISED DETAIL NO.

CURB RAMP - TYPE 'C'
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RIGHT-OF-WAY
LINE
-
/
e
DMIN
CURB HEIGHT SGS1% sGsz%
4" 40 45
6" 6.0’ 65
7" 65" 7.5

SG =MAXIMUM GUTTER SLOPE WITHIN RAMP LIMITS

NOTES:

1. CLASS 'B' CONCRETE PER SECTION 725.
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ROUGH BROOM FINISH,
USE A RIPPLE SURFACE
PATTERN

CURB AND GUTTER
DETAIL 220, TYPE A
EXPANSION JOINT

™

DETECTABLE WARNING

EXPANSION JOINT

RIGHT-OF-WAY LINE

VARIES 5'-0" LANDING MIN RAMP LENGTH VARIES

1%% SLOPE

| GUTTER
FLOW LINE

SUBGRADE
PREPARATION,
SEE SECTION 301

DETECTABLE
ARNING

2. EXPANSION JOINTS SHALL CONFORM TO SECTION 340. S_ECIIQN_A_A

3. SIDEWALK SURFACE TO MATCH 1% % SLOPE FROM TOP OF CURB =

4. DETECTABLE WARNING IS TO COMPLY WITH THE JURISDICTIONAL AGENCY'S REQUIREMENTS.

5. ADA MAXIMUM ALLOWABLE CROSS SLOPE IS 2%.

CASE 09-14 REV 6/02/2010
. REVISED .
DETAIL NO MARICOPA STANDARD DETAIL CURB RAMP - TYPE 'C DETAILNO
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