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Date:   May 5, 2010   
 
To: MAG Specifications and Details Committee     
  
From:   Robert Herz, MCDOT Representative 
 
Subject:   Proposed New Detail 122 – PAVEMENT MARKER FOR 

FIRE HYDRANTS 
Case 10-10 

 

PURPOSE: Standardize placement of fire hydrant markers.  Enhance public safety. 
 

MEMORANDUM 

MARICOPA COU N T Y 
Department of Transportation 



     
DETAIL NO.                                 

ENGLISH
STANDARD DETAIL

REVISED DETAIL NO.

01-01-2011
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W/ TWO WAY LEFT TURN LANE
MULTI-LANE STREET

5. OMIT FOR CUL-DE-SAC GREATER THAN 250� IN LENGTH.

    ALIGN WITH HYDRANT.

1. LOCATE PAVEMENT MARKER IN CENTER OF TRAVEL LANE AND

    MOST THROUGH TRAFFIC LANE.

2. FOR MULIPLE LANE ROADS LOCATE PAVEMENT MARKER IN LEFT

    DELINEATED CROSSWALK AREA.

3. ADJUST MARKER LOCATION TO BE LOCATED OUTSIDE OF ANY

    HYDRANT.

    PAVEMENT MARKER ON TOP OF MEDIAN CURB ALIGNED WITH

4. FOR HYDRANT LOCATED ON FAR SIDE OF RAISED MEDIAN, LOCATE

    CORPORATION, OR APPROVED EQUAL.

    BLUE:  ADOT TYPE BB, 911A-BLUE BY FIRE LITE AMERACE

6. FIRE HYDRANT PAVEMENT MARKERS SHALL BE 2-WAY REFLECTIVE
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