
Participants:
Chandler, El Mirage, Gilbert, Glendale,

Results 1. Default value for minimum pavement remnant width (outside shelf) to be removed between curb and trench: MCDOT, Mesa, Peoria, Surprise

4 24 inches (presently specified by Chandler, Glendale and Tempe)

1 36 inches (presently specified by Scottsdale)

1 48 inches or less

2 (1A) 48 inches or less (presently specified by Mesa)

2. Default value for CLSM (Controlled Low-Strength Material) when used as trench backfill:

7 1/2-sack (presently specified by Chandler, Phoenix, Scottsdale)

1 1-sack (presently specified by Gilbert, Mesa, Tempe)

3. Default value for depth of base course below Type "A" trenches

3 12-inch (presently specified by Tempe & recommended by MCDOT)

1 16-inch for aterial, collector and industrial street (presently specified by Chandler)

4 24-inch (presently specified by all other agencies)

4. Default value for minimum pavement cut width for transverse and longitudinal trenches

1 24-inch

4.5 48-inch (presently specified by Chandler, Glendale)

0.5 At least 24 inches, but may be more depending on pavement age (presently specified by Scottsdale)

1 48-inch longitudinal, 96-inch transverse (presently specified by Tempe)
1 72-inch longitudinal, trench width plus 24-inch transverse (MCDOT)
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