
Case 18-09 
Revision to MAG 710 

Mix Designs Valid for 2 years 

 

New Case 18-09 – Revision to Section 710.3.1 (Page 710-3). Making mix designs valid for 2 years to 
be consistent with current Sections 717 & 719 and changes made this year by the City of Phoenix & 
EVAC. 

 



SECTION 710    Case 18-09   5/18/18 
 

710-5 
 

710.3 MIX DESIGN REQUIREMENTS: 
 
710.3.1 General: The mix design for asphalt concrete shall be prepared by a laboratory that is accredited through the 
AASHTO Accreditation Program (AAP) in Hot Mix Asphalt Aggregates and Hot Mix Asphalt. The laboratory shall be under 
the direct supervision of a Civil Engineer, registered by the State of Arizona, and who is listed by ADOT as a “Qualified 
Asphaltic Concrete Mix Design Engineer” within ADOT’s latest list of approved laboratories. The latest list of approved 
laboratories is available on ADOT’s web page www.azdot.gov.  The date of the design shall not be older than two one years 
from the date of submittal, unless supportive documentation is provided and approved by the Engineer. 
 
The mix design report shall include the following elements as a minimum. 

 
(1) The name and address of the testing organization and the person responsible for the mix design report. 

 
(2) The mix plant identification and/or location, as well as the supplier or producer name. 

 
(3) A description of all products that are incorporated in the asphalt concrete along with the sources of all products, 
including admixtures and asphalt binder, and their method of introduction. 

 
(4) The supplier and grade of asphalt binder, the source and type of mineral aggregate, and the percentage of asphalt 
binder and mineral admixture used. 
 
(5)  The percentage of RAP and RAP Binder being contributed to the total mix shall be included in the mix design 
report. 

 
(6) The mix design report shall state whether it is Gyratory or Marshall, and the size designation.   

 
(7) The results of all testing, determinations, etc., such as: specific gravity and gradation of each component, water 
absorption, sand equivalent, loss on abrasion, fractured coarse aggregate particles, Tensile Strength Ratio (ASTM 
D4867), Marshall stability and flow, asphalt absorption, percent air voids, voids in mineral aggregate, and bulk density. 
Historical abrasion values may be supplied on existing sources. The submittal should include a plot of the gradation on 
the Federal Highway Administration’s 0.45 Power Gradation Chart, plots of the compaction curves and the results of 
moisture sensitivity testing. 

 
(8) The laboratory mixing and compaction temperature ranges for the supplier and grade of asphalt binder used within 
the mix design. 

 
(9) A specific recommendation for design asphalt binder content and any limiting conditions that may be associated 
with the use of the design, such as minimum percentages of crushed or washed fine aggregate. 

 
(10) The supplier’s product code, the laboratory Engineer’s seal (signed and dated), and the date the design was 
performed. 
 
(11) If a Warm Mix Technology or additive is used; the following shall be included: 

• Technology type and supporting manufacturer information; including instructions pertaining to laboratory 
mixture temperatures and curing. 

• Amount (%) of additive (technology) used in the mixture. 
• Attached copy of the ADOT approved product list, showing additive/technology 
• Minimum plant production temperature shall not fall below manufacturer’s recommendation. 
• Minimum field compaction temperature shall be identified. 
• Identify any special mixing or compaction temperatures or special methods to be used when conducting 

Quality Assurance or Quality Control testing of field collected samples.  Example: if the field collected 
samples of warm mix asphalt can be treated as conventional hot asphalt mix, provide the equivalent 
conventional hot asphalt mix compaction temperature.  
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