
Page 1 of 7 Printed:  11/7/2019

Agency:

1.

1a.

2.

2a.

3
BMP:

(Begin Milepost)
EMP:

(End Milepost)

4. What network screening method was used to identify this project?

4a

5.

5a

6.

7.

7a

8.

8a

9.

9a

10.

65 yrs and Older Minority Groups Disabled Living in Poverty

10a 22% 36.50% 12.53% 6.60%

11. 35,300                  2018

12. 12 0.2

13. 40 mph 0

Based on a CMF Clearinghouse study CMF ID: 3034 (4-star), the installation of raised medians showed a 25% reduction in 
overall crash frequency and a 36% reduction of severe crashes along corridors where the raised medians were installed. 
Therefore, it is proposed to install a raised median to reduce crashes in this area.

Was this project identified as a recommendation in a study? If so, what kind? (check all that apply)

For projects on State System:

What is the safety justification for the proposed project?

Observed conflicts and citizen complaints.

The project is a Safeway complex in-out driveway located at 67th Avenue and Beardsley Road, north of SR-101 in Glendale, 
AZ. 

Phone:

Date:

Contact Name and Title:

Title of Project: Access Control - SR 101 & 67th Ave
Glendale

11/7/2019
E-Mail:

dalbert@glendaleaz.com

This is a left-in/left-out driveway. It is proposed to install a raised median to block left turns from the driveway in order to 
reduce the frequency and severity of crashes.  

Describe your safety improvement project in detail:  (50 words or less)

Debbie Albert, City Traffic Engineer 623-930-2939
 Roadway Safety Program (RSP) Project Scope

Is Public outreach required for your project?  If "yes" Provide what was done, the date(s) and outcomes. (Attach 
documentation if applicable)

Was the project identified using an agency adopted predictive safety analysis? 

Describe the project location, include pertinent demographic and land development information:

Benefit/Cost:

What safety related public education will your agency be providing before placing the safety improvement in service, 
if applicable?

What is the posted speed limit?

Year Collected:Avg Daily Traffic (ADT) Volume: 

Public outreach will be included as part of the design process of this project.

No Vehicle Households

4.10%

Crash Rate (MVM or MEV):

Yes; public outreach will be conducted prior to the start of the project.

Equity: Input the largest percent for each element for the one-mile radius or offset (Click on the hyperlinks in the text 
to open maps. See directions on side on maps):

Total Crash Frequency:

F

RSA PA SRTS Study Other

MAG ADOT Other (Below)

LASS Study

YES NO

https://geo.azmag.gov/maps/azdemographics/
https://geo.azmag.gov/maps/azdemographics/
http://bit.ly/MAG_Disability
https://geo.azmag.gov/maps/azdemographics/
https://geo.azmag.gov/maps/azdemographics/


                          

              

                          

                          

           

              

                          

                          

                          

           

           

                          

                          

                          

                          

                          

                          

                        

                          

                          

                          

            

                

                

         

             

             

             

           

           

 

   

    

   

   

   

   

 

   

   

   

   

   

   

   

   

   

   

 

 

       

 

 

 

 

 
 

 

 

   
    

Glendale Access Control - SR 101 & 67th Ave RSP App V1_2019 

PROJECT COST ESTIMATE WORKSHEET 
(Cost Estimates Are Required Regardless of Programming) 

DESIGN 

REQUESTED PROGRAMMING 
(Complete if Item will be programmed in 
the MAG TIP) 

Location Description 

Work Description 

Funding Source Local 

Preferred Year to Program Work 2019 

COST ESTIMATE FOR DESIGN UNITS QUANITY  UNIT COST  TOTAL 

PRELIMINARY ENGINEERING 
(15% plans) 
(Required for Budget) 

Topographic Survey LS 1 $ -

Design  Concept Report (DCR) LS 1                 25,000.00 $ 25,000.00 

Federal Project Environmental Determination LS 1 $ -

HAZMAT Assessment LS 1 $ -

SUBTOTAL – PRELIMINARY ENGINEERING COSTS $ 25,000.00 

FINAL DESIGN 
(30, 60, 95, 100% plans) 
(Required for Budget) 

Plans, Specifications, Cost Estimates, Bidding LS 1                 35,000.00 $ 35,000.00 

Geotechnical Report LS 1  $ -

Drainage Report LS 1 $ -

SWPPP LS 1 $ -

SUBTOTAL – FINAL DESIGN COSTS $ 35,000.00 

TOTAL PRELIMNARY ENGINEERING AND DESIGN COST AVAILABLE FOR PROGRAMMING $ 60,000.00 

CONSTRUCTION 
REQUESTED PROGRAMMING 

(Complete only if Construction will be 
programmed in the MAG TIP) 

Location Description 

Work Description 

Funding Source RSP 

Preferred Year to Program Work 2020 

COST ESTIMATE FOR CONSTRUCTION UNITS QUANITY  UNIT COST  TOTAL 

UTILITY RELOCATIONS 
(Required for Budget, 
May be 0 if no Utilities) 

The cost of minor utility relocation for the 
safety improvement project are eligible if the 
costs/activities invloved are directly related to 
the safety project. Generally, burying overhead 
utilities is cost prohibitive 

Relocate 69 kv (+) Poles EA 1  $ -

Relocate/Underground 12 kv lines LF  $ -

Relocate/Underground Irrigation Canal LF  $ -

SWG Relocations LS 1  $ -

Telephone/Cable TV Relocations LS 1  $ -

Upgrade Railroad Crossings LS 1  $ -

SUBTOTAL – UTILITY RELOCATION COSTS $ -

CONSTRUCTION 
(Required for Budget) 

Contractor Mobilization LS 1 $ -

HAZMAT Abatement LS 1 $ -

Construction Survey and Layout LS 1 $ -

Concrete Median LS 1               100,000.00 $ 100,000.00 

Signage LS 1                   5,000.00 $ 5,000.00 

White Thermoplastic Pavement Markings LS 1                   5,000.00 $ 5,000.00 

SUBTOTAL -  CONSTRUCTION COST $ 110,000.00 

MOBILIZATION AND 
ADMINISTRATION COSTS 

CONTRACTOR MOBILIZATION (Typically 8% of construction cost) 8%  $ 8,800.00 

TRAFFIC CONTROL (0-8% of construction cost) 5%  $ 5,500.00 

CONSTRUCTION CONTINGENCIES (Typically 5% of construction cost) 5%  $ 5,500.00 

CONSTRUCTION ADMINISTRATION  (Averaging 18% of construction cost) 15%  $ 16,500.00 

SUBTOTAL – MOBILIZATION & ADMINISTRATION COSTS $ 36,300.00 

TOTAL UTILITIES, CONSTRUCTION AND MOBILIZATION FOR PROGRAMMING $ 146,300.00 

TOTAL COST ESTIMATE $ 206,300 
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Glendale Access Control - SR 101 & 67th Ave RSP App V1_2019 

Budget and Signature Page 

Please describe the agency 
programming of this project in the 

agency's CIP 

Funding for the design of this project is included in the City's Traffic Mitigation operating budget. Construction funds are 

identified in the City's Grant Reimbursement CIP account. 

Phase Location Description Work Description 
Year to be Funding 

Programmed Source 
Amount 

Design 67th Avenue north of Beardsley Road 
Mea1an moamcat1on 
,-!.,.,;,.. .... 2019 Local $ 60,000 

Construction 67th Avenue north of Beardsley Road 
1vieaian moamcauon 
r~.-,ctri 1r~;"n 

2020 RSP $ 146,300 

Total Cost I I I 1 $ 206,300 
I I I 

Signature: To be signed with printed hard copy that is sent to MAG 

As the jurisdiction's manager/administrator or designated representative, I certify that the information contained in this application is accurate and 
complete and that the local funds for this project will be included in the Lead Agency's local current CIP/TIP or budget document if the project is 
selected for MAG Roadway Safety Program funding. I also certify the Lead Agency's commitment to maintain or operate the facility. 

Signature: 0~ 
Name: Trevor Ebersole 

Title: Director of Transportation 

Date: 11-06-2019 
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Glendale Access Control - SR 101 & 67th Ave RSP App V1_2019 

RSP Application Benefit-Cost Tabulation Sheet 

Agency: Glendale 
Title of 
Project:

Access Control - SR 101 & 
67th Ave 

Annual Benefit Tabulation 

 Severity 
Annual 
Average 

Estimated 
CRF* 

Reduction 

Total 
Reduction 

Unit Cost Annual Benefit 

Fatal 0.00 44% 0.00 $9,515,371 $0 
Incapacitating Injury 0.00 44% 0.00 $550,499 $0 
Non-Incapacitating 0.00 39% 0.00 $149,132 $0 

Possible Injury 0.20 39% 0.08 $103,145 $8,045 
Total Annual Benefits $8,045 

Costs 

Total Project Cost $206,300 
Project Life (years) 1 
Interest Rate (%) 8% 
Capital Recovery Factor 1.0800 
Annual Construction Cost $222,804 
Annual Maintenance Cost $2,000.00 

Total Annual Costs $224,804 

Benefit / Cost 
Annual Benefit Annual cost Benefit / Cost Ratio 

$8,045 $224,804 0.0 

List CMF(s) Used in the field below and its associated countermeasure(s) 

CMF ID: 3034 (4-star); CMF is 0.61 with 39% CRF for all crashes, 0.56 with 44% CRF for fatal and 
incapacitating injury crashes, Countermeasure: Install raised median; Reference: Schultz et al., Jan 2011. 
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 -Glendale Access Control  SR 101 & 67th Ave RSP App V1_2019 
Incident ID Incident Date & Time Incident  On 

Road 
Incident 

Crossing Feature 
Incident 
Offset 

Incident 
Injury 

Severity 
Descriptio 

n 

Incident  First 
Harmful Description 

Incident Collision 
Manner Desc 

Incident 
Light 

Condition 
Desc 

Incident 
Weather 

Desc 

Incident 
Intersection 
Type Desc 

Incident Junction 
Relation Desc 

Incident Traffic Way 
Type Desc 

Unit Travel 
Direction 

Desc 

Unit Action Desc Unit Road Condition 
Desc1 

Unit Surface 
Condition 

Desc1 

Unit Env 
Condition 

Desc1 

Unit Defect 
Desc1 

Unit 
Number 

Unit Event 
Sequence 

Desc1 

Person 
Type 
Desc 

Person Safety 
Device Desc 

Person Violation 
Desc1 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 25 26 27 

3324120 12/13/2017 1:32:00 PM 67th Ave 07 BEARDSLEY 
RD  2 

0.0758 Possible 
Injury 

MOTOR_VEHICLE_IN 
_TRANSPORT 

Left Turn Daylight Clear - NOT_JUNCTION_REL 
ATED 

TWO_WAY_DIVIDED 
_UNPROTECTED_PA 
INTED_4_FEET_MED 
IAN 

West MAKING_LEFT_TURN NO_CONTRIBUTING_ 
CIRCUMSTANCES 

Dry NO_CONTRIB 
UTING_CIRCU 
MSTANCES 

NO_CONTRIBUTI 
NG_CIRCUMSTA 
NCES 

Driver MOTOR_VE 
HICLE_IN_T 
RANSPORT 

Driver Shoulder And Lap 
Belt 

FAILED_TO_YIELD_RI 
GHT_OF_WAY 
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