Addendum 4: PM-10 Paving Projects
All applications that result either in the addition of a new PM-10 Paving project to the TIP or revise the scope of an existing PM-10 Paving project in the TIP need to provide the following information.  This information will be used by MAG air quality staff to calculate a new CMAQ cost effectiveness score for the project.

	1. What is the type of paving project? (Check all that apply)
	 FORMCHECKBOX 
 Rural Road

 FORMCHECKBOX 
 Urban Road

 FORMCHECKBOX 
 Subdivision Street

 FORMCHECKBOX 
 Alley

 FORMCHECKBOX 
 Shoulders

 FORMCHECKBOX 
 Others:
Please Describe here if applicable


	2. Please describe the current surface condition of the shoulder, alley or road segment to be paved:


	Please enter current surface condition description here

	3. Length (Miles) of project


	Please enter length here

	4. Curb Miles: Miles of shoulders or curbs to be paved by direction (e.g. if discontinuous shoulder sections on both sides of the roadway are to be paved, enter the combined distance of shoulders to be paved).
	Please enter Curb Miles here

	5. Current Average Daily Traffic (ADT)


	Please enter ADT here

	6. Proximity of the segment to nearest PM-10 air quality monitor: (Indicate miles)


	Please enter distance in miles here


